
FELPUDO ALUMINIO ALUMINUM DOORMAT

STEPFLAT - LINKWELL

Stepflat es una alfombra de entrada enrollable, compuesta 
por perfiles de aluminio unidos por cables de acero inoxidable 
y separados por anillos intermedios de caucho que permiten 
enrollar la alfombra para facilitar su limpieza y transporte. 
Fabricación a la medida exacta del hueco. En los perfiles 
se insertan bandas de textil, goma, cepillo o combinables. 
Stepflat es resistente al deslizamiento RD según CTE clase 3. 
Debe instalarse en hueco de 22mm. 

Stepflat is a roll-up carpet for entrances built in aluminum 
frame connected by stainless steel wires and separated by 
intermediate rubber rings that enable to roll the carpet in 
order to do the cleaning and transport easier.  Tailor-made 
manufacture to the available space. Textile, rubber, brush or 
a combination of these materials are inserted in the frames. 
Stepflat is resistant to RD slipping according to the CTE Class 3. 
It must be installed in a 22mm hole.

Para una correcta instalación, se requiere que 
la base esté limpia, seca, lisa y bien nivelada. 
For a correct installation, the base must be 
clean, dry, smooth and well leveled.

TIPOS DE 
RELLENO

Goma
Rubber

Brush
Cepillo

Textil
Text

Zona de uso:  Exteriores e interiores

Use area: outdoors and indoors

Altura:  17 / 22 / 26  mm

Height: 17 / 22 / 26 mm

Anchura:  27 mm

Width: 27 mm

Acabados: Cepillo, goma, textil y combinable

FInish: Brush, rubber, textile and combinable

Peso m2: 16 kg/m2, acabado goma / 14 kg/m2 acabado textil

Weight m2; 16 kg/m2 rubber finish / 14 kg/m2 textile finish

Resistencia: 2,5 Tm

Resistance: 2.5 Tm

Unión: Cable de acero inoxidable

Union: Stainless steel cable

Usos principales: Especialmente recomendado para zonas 
de alto tránsito, donde se requiera una limpieza a fondo de 
residuos sólidos (entradas a centros comerciales, hoteles, 
bancos, aeropuertos, oficinas, etc.)

Main uses: Especially recommended for high traffic areas, 
where a thorough cleaning of solid waste is required 
(entrances to shopping centers, hotels, banks, airports, 
offices, etc.

Recomendación de instalación: En cajeado (Foso 
para felpudos de 22 mm de altura, a consultar)

Installation recommendation: In casing (Pit for 
doormats 22 mm high, on request)

Estructura: Perfiles de aluminio, unidos por cable de acero 
inoxidable y separados por anillos intermedios de caucho.

Structure: Aluminum frames, joined by stainless steel cable 
and separated by intermediate rubber rings.
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